DIRECT WOOD
FLOORING

Farmhouse - Dark Oak

A beautiful addition to the Kronotex Farmhouse range, the Dark Oak Laminate
Flooring brings the fascinating features of organic wood to life with a realistic
embossed texture that perfectly recreates the natural material. The light brown
colour tone and darker accents will complement any decor and colour palettes,
adding a touch of rustic warmth to modern interiors. Made with an 8mm
thickness, the floor is a great choice for busier rooms like kitchens and living
rooms. The surface boasts an anti-bacterial coating and a matte finish, expertly
blending style and function in a beautiful design that will look at home in a
traditional or modern decor in equal measure. To complete your purchase and
ensure the perfect feel underfoot, We recommend using a 1-3mm underlay.
Using this underlay will provide your amazing new laminate flooring with
protection from your subfloor and remove any minor deviations it has, whilst
also delivering excellent acoustical performance. Head over to our Underlay
page found in our Accessories menu to find the perfect one for you!

RANGE DETAILS TECHNICAL DATA

Construction Laminate Fire Certification cfi-st
Surface Wood Grain
Slip Resistance DS
Edge Profile 4 sided V-Groove
Thickness (mm) 8 Thermal Resistance 0,068 W(m.K)
Board Width (mm) 193
AC Rating AC4
Board Length (mm) 1380
Pack Coverage 213 Water Rating <14 %
Board Pack 8
SRR Formaldehyde Rating EN 71741
Country of Origin Germany
VOC Emissions Rating Low Emissions
INSTALLATION GUIDANCE PROPERTIES
Fitting System 5G Click
Recommended Underlay 1-3mm Underlay
Expansion Gap Min.10mm
Suitable for Underfloor Heating? Yes - Maximum 27°C
Acclimatisation Time 48to 72 hours
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