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Living Room Bedroom Dining Room Kitchen Study Hallway StairsBathroom

DIRECT WOOD
FLOORING

48 to 72 hoursAcclimatisation Time

Yes - Maximum 27°CSuitable for Underfloor Heating?

Min. 10mmExpansion Gap

1-3mm UnderlayRecommended Underlay

5G ClickFitting System

Designed with a highly realistic wood effect pattern, a textured surface and 
authentic 4-sided V-grooves, the Peterson Oak laminate floor from the Villa 
collection looks just as gorgeous as a solid oak floor but comes with all the 
advantages of laminate.A joy to clean and to maintain thanks to the 
anti-bacterial coating, the planks will maintain their ‘newly installed’ 
appearance for many years to come. Measuring 188mm in width and 12mm in 
thickness, the floor can be quickly installed in rooms of any size. Thanks to the 
AC5 rating, the planks will suit both modern homes and commercial spaces 
with heavy foot traffic, providing a wide range of property makeover 
possibilities.   To complete your purchase and ensure the perfect feel 
underfoot, We recommend using a 1-3mm underlay. Using this underlay will 
provide your amazing new laminate flooring with protection from your subfloor 
and remove any minor deviations it has, whilst also delivering excellent 
acoustical performance. Head over to our Underlay page found in our 
Accessories menu to find the perfect one for you!

Low EmissionsVOC Emissions Rating

EN 717-1Formaldehyde Rating

< 14 %Water Rating

AC5AC Rating

0,103 W(m.K)Thermal Resistance

DSSlip Resistance

Cfl-S1Fire Certification

  

GermanyCountry of Origin

48Boards per Pack

2.04Pack Coverage

504Board Length (mm)

84Board Width (mm)

12Thickness (mm)

4V BevelEdge Profile

ER / Registered EmbossSurface

LaminateConstruction

Villa - Peterson Oak


