RANGE DETAILS TECHNICAL DATA

DIRECT WOOD
FLOORING

Residence Narrow - Barley Oak

Designed with both quality and style in mind, the Barley Oak
laminate floor from the Residence Narrow collection impresses
with its good-looks and its durability. The surface features an
“embossed in register” finish, which means that the textures
perfectly align with the realistic solid wood design. The lighter
brown tone is ideal for bringing a touch of rustic warmth to
modern living spaces. Crafted with long and narrow planks that
boast V4 bevels, this laminate floor will make smaller rooms
seem more spacious. The commercial 33 AC5 rating ensures
that the floor can be installed in areas with moderate to heavy
foot traffic in a commercial space. This premium quality
product comes with a substantial 30-year warranty for

domestic applications. To complete your purchase and ensure

PROPERTIES

CemsiEden LETIELD Fire Certification cfi-st
Surface AF / Authentic Floor
Slip Resistance DS
Edge Profile 4V Bevel
Thickness (mm) 10 Thermal Resistance 0,084 W(m.K)
Board Width (mm) 157
AC Rating AC5
Board Length (mm) 1380
Pack Coverage 1.30 Water Rating <14%
Boards per Pack 6
= Formaldehyde Rating EN 71741
Country of Origin Germany
VOC Emissions Rating Low Emissions

INSTALLATION GUIDANCE

Fitting System

5G Click

Recommended Underlay

1-3mm Underlay

Expansion Gap

Min.10mm

Suitable for Underfloor Heating?

Yes - Maximum 27°C
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