DIRECT WOOD
FLOORING

Palermo Long - Slate Oak

The Palermo Long Slate Oak laminate flooring is a striking addition to the
Supreme 12mm Long Board range. An accurate depiction of oak grain patterns
and organic lines combine with a darker colour tone that boasts neutral
accents to create a design that will certainly receive compliments and admiring
looks over the years. The textured finish and the authentic 4-sided V-groove
edges lend this laminate product the appearance of a genuine solid wood
floor.Made with 12mm thick planks and backed by an impressive AC5 rating, this
laminate floor is suitable for areas with heavy foot traffic in both residential or
commercial spaces. The planks measure 188mm in width and 1845mm in
length, making them ideal for smaller or larger rooms in equal measure. To
complete your purchase and ensure the perfect feel underfoot, We
recommend using a 1-3mm underlay. Using this underlay will provide your
amazing new laminate flooring with protection from your subfloor and remove
any minor deviations it has, whilst also delivering excellent acoustical
performance. Head over to our Underlay page found in our Accessories menu
to find the perfect one for you!

RANGE DETAILS TECHNICAL DATA

CemsiEden LETITELD Fire Certification cfl-st
Surface ER / Registered Emboss
Slip Resistance DS
Edge Profile 4V Bevel
Thickness (mm) 12 Thermal Resistance 0.09 (MK)/W
Board Width (mm) 188
AC Rating AC5
Board Length (mm) 1845
Pack Coverage 138 Water Rating <8%
Board Pack 4
CERlpar et Formaldehyde Rating E1
Country of Origin Germany
VOC Emissions Rating Low Emissions
INSTALLATION GUIDANCE PROPERTIES
Fitting System 5G Click
Recommended Underlay 1-3mm Underlay
Expansion Gap Min.10mm
Suitable for Underfloor Heating? Yes - Maximum 27°C
Acclimatisation Time 48to 72 hours
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