
RANGE DETAILS TECHNICAL DATA

INSTALLATION GUIDANCE

ROOM SUITABILITY

PROPERTIES

Living Room Bedroom Dining Room Kitchen Study Hallway StairsBathroom

DIRECT WOOD
FLOORING

48 to 72 hoursAcclimatisation Time

Yes - Maximum 27°CSuitable for Underfloor Heating?

12-15mmExpansion Gap

1-3mm UnderlayRecommended Underlay

ClickFitting System

Introduce rich sophistication with Espresso Oak, a bold and elegant choice 
from the Jubilee collection. Its deep, dark tones and authentic oak grain create 
a striking foundation that adds depth and character to any space. The subtle 
matte texture enhances the natural look, making it perfect for both modern 
and classic interiors seeking a touch of refined warmth. Espresso Oak delivers 
timeless style with effortless charm.

A+VOC Emissions Rating

E1Formaldehyde Rating

< 18 %Water Rating

AC5AC Rating

0.084 (m²K)/WThermal Resistance

DSSlip Resistance

Cfl-S1Fire Certification

  

United KingdomCountry of Origin

7Boards per Pack

1.76Pack Coverage

1285Board Length (mm)

192Board Width (mm)

10Thickness (mm)

4 sided V-GrooveEdge Profile

Authentic EmbossedSurface

LaminateConstruction

Jubilee - Espresso Oak


