
RANGE DETAILS TECHNICAL DATA

INSTALLATION GUIDANCE

ROOM SUITABILITY

PROPERTIES

Living Room Bedroom Dining Room Kitchen Study Hallway StairsBathroom

DIRECT WOOD
FLOORING

48 to 72 hoursAcclimatisation Time

Yes - Maximum 27°CSuitable for Underfloor Heating?

Min 10mmExpansion Gap

1-3mm UnderlayRecommended Underlay

ClickFitting System

Elevate your home interior with our stunning range of Tivoli Laminate flooring. 
Impressively constructed with an 8mm thickness for a hard-wearing finish, the 
AC4 durability rating means this laminate will withstand the comings and goings 
of a busy home, providing you with a top-quality floor that will stand the test of 
time. Boasting realistic wood features with knots and grains, our Vanilla Oak 
flooring exudes timeless style with tones of natural oak and vanilla hues. 
Achieve the look of solid wood but at a fraction of the cost. Suitable for use in 
most rooms around the home, our Tivoli range can be installed over underfloor 
heating and benefits from an easy click fitting system making installation a 
breeze.

Low EmissionsVOC Emissions Rating

E1Formaldehyde Rating

≤18%Water Rating

AC4AC Rating

0.05 (m2K)/WThermal Resistance

DSSlip Resistance

Cfl-S1Fire Certification

  

TurkeyCountry of Origin

9Boards per Pack

2.20Pack Coverage

1288Board Length (mm)

190Board Width (mm)

8Thickness (mm)

4V BevelEdge Profile

ImpactSurface

LaminateConstruction

Tivoli - Vanilla Oak


