
RANGE DETAILS TECHNICAL DATA

INSTALLATION GUIDANCE

ROOM SUITABILITY

PROPERTIES

Living Room Bedroom Dining Room Kitchen Study Hallway StairsBathroom

DIRECT WOOD
FLOORING

48 to 72 hoursAcclimatisation Time

Yes - Maximum 27°CSuitable for Underfloor Heating?

8mmExpansion Gap

1-3mm UnderlayRecommended Underlay

Chateau LocFitting System

Golden Brown radiates warmth and comfort through its rich, honeyed oak 
tones and beautifully defined grain. This inviting décor brings depth and 
character to any interior, creating a sense of natural luxury. With Hydro+ water 
resistance and a tough, scratch-resistant laminate surface, it’s built to handle 
busy homes and everyday life. The herringbone pattern adds a classic touch of 
elegance, making Golden Brown a perfect choice for both traditional and 
contemporary spaces. We would recommend using a 1-3mm underlay with this 
product. Our Timberlay Silver Pro is the perfect choice for this Herringbone 
Laminate flooring, providing an extremely hard-wearing yet comfortable 
underfoot feel, whilst helping reduce heat loss and boasting superb sound 
reduction!

AVOC Emissions Rating

E1Formaldehyde Rating

0.12Water Rating

AC4AC Rating

0,08 m²K/WThermal Resistance

DSSlip Resistance

Cfl-S1Fire Certification

  

Belgium.Country of Origin

48Boards per Pack

2.04Pack Coverage

504Board Length (mm)

84Board Width (mm)

8Thickness (mm)

Chateau Loc 4VEdge Profile

Authentic EmbossedSurface

LaminateConstruction

Vintage Chateau Herringbone - Golden 


