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ROOM SUITABILITY

PRODUCT DESCRIPTION
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Introducing the EvoCore Essentials Herringbone range, which 
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ease of EvoCore products. EvoCore Essentials Herringbone Cloudy 
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create it's eye-catching design. This design lends itself to both 
contemporary and traditional decor, with each plank featuring a 
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Consisting of 7 layers, this range is built to withstand all aspects of 
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enhanced protection against normal everyday wear ensuring your 
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The built in underlay provides maximum comfort underfoot while 
additionally providing increased sound insulation, helpful in busy 
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pristine even against paws and heels alike.

Construction

Species

Wear Layer (mm)

���Å�Õ�É���Y��þ�k�ñ�É

Thickness (mm)

Board Width (mm)

Board Length (mm)

Pack Coverage

Boards per Pack

SPC with IXPE underlay

Oak

0.2mm

Micro Bevel

5.2mm

126mm

630mm

2.38m²
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Slip Resistance

Thermal Resitance

Water Rating

Formaldehyde Rating

Phthalate Free?

VOC Emissions Rating

���m���Ü���s

Class DS

0.040(m² K)/W

100% waterproof

E1

Yes

Low Emissions

Fitting System

Expansion Gap
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Suitable For Underlay

5G Click

6-8mm

Yes

No - Built In
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