ASENS©

DESIGN FLOORING

Artisan Herringbone
Natural English Oak

Welcome a new and exciting change in your home with
the amazing Asenso Artisan Herringbone range. Boasting
classic style and elegance, this luxury flooring range is
extremely versatile, suitable for use in all areas of a busy
family home, including high-risk areas such as bathrooms
and kitchens. No more worrying about accidental
spillages, Asenso Artisan Herringbone is fully waterproof
and only requires a simple wipe clean.
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To complete your purchase and ensure a hard-wearing
finish, we recommend using our Asenso Adhesive Pro. This
solvent free adhesive will provide enhanced protection
from movement and prevent any lifting, whilst also being
odourless, environmentally friendly and suitable for
underfloor heating!

Construction Multi-Layer & PVC Decor Fire Certification
Species Oak Slip Resistance
Wear Layer (mm) 0.7mm Thermal Resistance 0.067 (m2 K)W
Edge Profile Micro Bevel Water Ratin 100% waterproof
Thickness (mm) 3mm Wear Resistance class 34
Board Width (mm) 102.2mm Formaldehyde Rating Class E1
Board Length (mm) 613.5mm VOC Emissions Rating Low Emissions
Pack Coverage 1.25 m? Surface Treatment ProGuard

Boards per Pack 20 Backing Dryback

Fitting System Glue Down
Recommended Adhesive Asenso Adhesive Pro
Expansion Gap 1-3mm

Suitable For Underfloor Heating? Yes - Maxmium 27°C

Room Suitability

HALLWAY DINING ROOM LIVING ROOM UNDERFLOOR| BATHROOM BEDROOM KITCHEN OFFICE
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