
RANGE DETAILS TECHNICAL DATA

INSTALLATION GUIDANCE

ROOM SUITABILITY

PROPERTIES

Living Room Bedroom Dining Room Kitchen Study Hallway StairsBathroom

DIRECT WOOD
FLOORING

48 to 72 hoursAcclimatisation Time

Yes - Maximum 27°CSuitable for Underfloor Heating?

Min 10mmExpansion Gap

1-3mm UnderlayRecommended Underlay

ClickFitting System

Achieve the charm of classic solid wood with our beautiful Sorrento laminate 
range. Featuring a solid 12mm in thickness meaning they can handle the 
demands of a busy, fast-paced family home, our Sorrento range is 
manufactured with an impressive AC5 durability rating. Available in both 
modern and neutral colour options, Vanilla Oak features a rich vanilla hue and 
offers realistic wood grain and knot detailing for an authentic appearance. 
Installation is a breeze thanks to the click fit mechanism, ensureing a snug fit 
whilst also reducing installation time and costs.

Low EmissionsVOC Emissions Rating

E1Formaldehyde Rating

≤15%Water Rating

AC5AC Rating

0.08(m2K)/WThermal Resistance

DSSlip Resistance

Cfl-S1Fire Certification

  

TurkeyCountry of Origin

11Boards per Pack

2.92Pack Coverage

1376Board Length (mm)

193Board Width (mm)

12Thickness (mm)

4V BevelEdge Profile

AuthenticSurface

LaminateConstruction

Sorrento - Vanilla Oak


