
Room Suitability

Range Details Properties

Finish

Species

Thickness 

Board Width 

Board Length

Pack Coverage

Boards per Pack

Technical Data 

Slip Resistance

Thermal Conductivity

Formaldehyde Rating

VOC Emissions Rating

Veneer

Technical Specification 

Fire Certification

NPD

0,16W/mK

E1 (0,2mg/m3)

Test Method: YC/T 207-2014

Dfl-S1

Oak

3mm

14mm

125mm

300 - 1200mm

1.8 m²

12

Brushed & Oiled

Studio Graphite Oak Brushed & Oiled

Product Description

Tired of the same old boring flooring? Then why not take 
a look at our Studio Graphite Oak, one of our more 
contemporary engineered wood floorings. This flooring 
will add a fresh, striking contrast to any room, with its 
impressive 14mm thick boards. Each board has a 3mm, 
solid wood wear layer, expertly brushed with five coats of 
premium oil. It will provide you with a beautiful floor that 
is highly durable and built to last. In outstanding lighter 
shades of grey, these natural wood grains cut through 
the dark, moody tones of Studio Graphite Grey. Itwill look 
gorgeous in any room of your home.

Grade Rustic

Installation Guidance Properties
Fitting System

Recommended Underlay

Expansion Gap

Tongue and Groove

Timberlay Gold

10mm

YesSuitable For Underfloor Heating?

PCP Content Not Detected

Wear Resistance USRV22

Wood Origin France

Acclimatisation Time 48 Hours


