
Room Suitability

Range Details Properties

Finish

Species

Thickness 

Board Width 

Board Length

Pack Coverage

Boards per Pack

Technical Data 

Slip Resistance

Thermal Conductivity

Formaldehyde Rating

VOC Emissions Rating

Veneer

Technical Specification 

Fire Certification

0,16W/mK

E1 (0,2mg/m3)

Test Method: YC/T 207-2014

Dfl-S1

Oak

3mm

14mm

90mm

450mm

1.94 4m²

48

Brushed & Oiled

Oxford Herringbone Honeycomb Oak Brushed & Oiled

Product Description

You will receive more than enough compliments from 
our gorgeous range of engineered wood flooring. Our 
popular Oxford Herringbone Honeycomb Oak features a 
rich colour palette with bronze, copper and rust tones. 
Auburn and Honeycomb hues combine to create a truly 
stunning floor. The plywood core is extremely durable 
and strong, while the 3mm wear layer of oak is perfectly 
suited for a busy home. The top layer is oiled to bring out 
its best features and offer you an amazing canvas for 
your current decor.

Grade Character

Installation Guidance Properties
Fitting System

Recommended Underlay

Expansion Gap

Tongue and Groove

Timberlay Gold

10mm

YesSuitable For Underfloor Heating?

PCP Content Not Detected

Wear Resistance USRV22

Wood Origin France

Acclimatisation Time 48 Hours


