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INSTALLATION GUIDANCE

ROOM SUITABILITY

PROPERTIES

Living Room Bedroom Dining Room Kitchen Study Hallway StairsBathroom

DIRECT WOOD
FLOORING

48 HoursAcclimatisation Time

YesSuitable for Underfloor Heating?

10 mmExpansion Gap

2-3mm UnderlayReccomended Underlay

Tongue and GrooveFitting System

Bayswater Herringbone Cappuccino Oak is a unique blend of light ashy tones, 

to bring a modern cottage feel to your decor. Brushed and lacquered 

engineered wood flooring offers durability, easy maintenance, and a stylish 

appearance. The brushed texture adds a natural, authentic look while hiding 

scratches, and the lacquer finish provides a protective layer against stains, 

moisture, and wear. This combination makes the flooring more durable than 

other finishes, resistant to scratches, and easy to clean. Character grade 

engineered wood flooring showcases a balance of natural imperfections, 

including knots, grain variations, and color differences. This grade offers an 

authentic yet refined look, combining the charm of imperfections with a more 

structured aesthetic.

340 ug/m3VOC Emissions Rating

E-1Formaldehyde Rating

not detectedPCP Content

WR1 > (P2000)Wear Resistance

0.14 W/mKThermal Conductivity

48.00Slip Resistance

Dfl-s1Fire Certification

EuropeWood Origin

CharacterGrade

7Boards Per Pack

0.5Pack Coverage (m²)

660Board Length (mm)

110Board Width (mm)

14Thickness (mm)

2.5Veneer (mm)

OakSpecies

engineered, 3 layerConstruction

Bayswater Herringbone - Cappuccino Oak


