
RANGE DETAILS TECHNICAL DATA

INSTALLATION GUIDANCE

ROOM SUITABILITY

PROPERTIES

Living Room Bedroom Dining Room Kitchen Study Hallway StairsBathroom

DIRECT WOOD
FLOORING

48 HoursAcclimatisation Time

YesSuitable for Underfloor Heating?

10 mmExpansion Gap

2-3mm UnderlayReccomended Underlay

Tongue and GrooveFitting System

Cambridge Chevron Natural Oak features warm brown shades with slight color 

variations, this stunning natural wood showcases authentic knots and grain 

patterns that add character and depth. The unique imperfections enhance its 

rustic charm, making it a perfect choice for creating a warm, inviting 

atmosphere with a touch of natural elegance. Brushed and oiled engineered 

wood flooring combines natural beauty with enhanced durability. The brushed 

finish creates texture, giving the wood a rustic, authentic look while helping to 

conceal scratches and wear. The oil treatment nourishes the wood, enhancing 

its color and grain while providing a more natural, matte finish compared to 

lacquered floors. This finish offers excellent protection against moisture and 

dirt, but with a more breathable, natural feel. Character grade engineered 

wood flooring showcases a balance of natural imperfections, including knots, 

grain variations, and color differences. This grade offers an authentic yet 

refined look.

Test Method: YC/T 207-2014VOC Emissions Rating

E1 (0,2mg/m3)Formaldehyde Rating

Not DetectedPCP Content

USRV22Wear Resistance

0,16W/mKThermal Conductivity

NPDSlip Resistance

Dfl-S1Fire Certification

FranceWood Origin

CharacterGrade

48Boards Per Pack

1.94Pack Coverage (m²)

450Board Length (mm)

90Board Width (mm)

14Thickness (mm)

3Veneer (mm)

OakSpecies

OAK Multilayer Chevron Engineered Construction

Cambridge Chevron Natural Oak


